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NEW ENGLAND REGION
WAIVER OF AIRPORT STANDARDS
(or Deviation)

Alrport: Nantucket Memorial Airnort

Deviation Summary: Parallel Taxiway Separation Requirements

Standard: AC 150/5300-12, Airport Design Standards-Transport Airports.

Deviation: Reduce separation from 153 centerline to centerline
to 125' centerline to centerline.

Justification: New parallel taxiway extension is sited 400' from
runvay 6-24 centerline. This is 125' from ceneterline
of existing partial taxiwvay. Maintaining both
taxiways will allow more flexibility for flow control

by ATCT. Existing taxiway will be restricted to small
aircraft,.

Additional Documentation filed: see memo, dated $/i[se , to
Nantucket general Correspondence File.
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Q Memorandum

U.S. Department
of Transportation

Federal Aviation
Administration

INFORMATION: Nantucket Memorial Airport Date: MAY (1 1 1985
Waiver of Parallel T/W Separation Criteria

. . Reply 10
Project Engineer i

File:

AIP Project No. 3-25-0033-07 provides for the extension of the parallel
taxiway for R/W 6-24 from its current terminus at stub taxiway C

(to be redesignated as T/W D) to the R/W 24 end. As part of this
project, the existing taxiway from the terminal apron to R/W 24 was to
be abandoned.

The Nantucket Airport Commission, at the request of the Manager, ATCT,
has proposed that the existing taxiway not be abandoned, but used as

a parallel taxiway from the terminal apron to the holding apron being
constructed at R/W 24,

Nantucket Memorial Airport is a commercial service airport served by
New York Air. The carrier utilizes primarily DC-9-30 but use by B-737
and MD-80 is probable.

Also, the airport receives occassional use by B-727, in a non-commercial
capacity. Advisory Circular 150/5300-12, Airport Design Standards -
Transport Airports, requires 153' separation between parallel taxiway
centerlines for Group III aircraft (winspan between 79' and 118'),

The separation between the new taxiway and existing taxiway is 125°',

Airport use by Group IIT aircraft is not frequent, however it is
conceivable that parallel operation by large aircraft could occur which
would present a potential hazard. To prevent this possibility, although
remote, certain restrictions will be required on the use of the existing
taxiway.

It is recommended that a waiver of parallel taxiway separation criteria
be granted subject to the following restrictions:

1. Use restricted by direction of Air Traffic Control.

2, Use restricted to daylight only.

3. Use restricted to small airplanes (maximum gross weight +
12,500 pounds).

4, Marking, in accordance with AC 150/5340-1E, be provided by the
sponsor with the exception that guidance signs be unlighted,

5. Existing lighting circuit be discontinued as proposed under the
taxiway extension project,




6. Sponsor will submit a plan for marking and signing for approval
by the FAA, :

7. If eligible, the airport sponsor will coordinate with ATCT to
publish an airport diagram with suitable restriction notation
in the Instrument Approach Procedures publication and the Airport/
Facility Directory.

8. Grading requirements, as specified under Taxiway Safety Area in
AC 150/5300-12, shall be maintained.

The attached sketch shows a typical section with the pertinent clearance
limits noted for reference.
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